AIP KUNOVICE AD 2-LKKU-1

CZECH REPUBLIC 24 APR 08

LKKU AD 2.1 SMEROVACI ZNACKA MISTA A NAZEV LETISTE
LKKU AD 2.1 AERODROME LOCATION INDICATOR AND NAME

LKKU - KUNOVICE

Nevefejné mezinarodni letiSté
Private International Aerodrome

LKKU AD 2.2 ZEMEPISNE A ADMINISTRATIVNI UDAJE O LETISTI
LKKU AD 2.2 AERODROME GEOGRAPHICAL AND ADMINISTRATIVE DATA

Zemépisné soufadnice vztazného bodu letité a jeho
1 umisténi 490146 N 0172623 E
) ) RWY 03C/21C viz/see LKKU AD 2-19
ARP coordinates and site at AD
Smér a vzdélenost letisté od (mésta)
2 o ) ) 4,5 km 200° GEO Uherské Hradisté (30,3 NM R-101 BNO)
Direction and distance from (city)
Nadmofrska vyska/vztazna teplota
3 . 581 ft/177 m / 21°
Elevation/Reference temperature
4 MAG deklinace/Ro¢ni zména 29 (2005} + 4MIN
MAG VAR/Annual change (2005 +
Provozovatel leti§té ) )
o ) Aircraft Industries, a.s.
AD Administration
Adresa letisté Kunovice 1177
Address 686 04 Kunovice
Telefon +420 572 818 111 spojovatelka/switchboard
Telephone +420 572 817 600 vedeni AD/AD headquaters
+420 572 817 620, 572 817 621 TWR, AFIS, ARO, AIS, Briefing
5 +420 572 817 630 MET sluZebna/MET service
+420 572 817 640 handling
+420 572 818 090, 572 549 680 aeroklub/aeroclub
Telefax +420 572 817 639 vedeni AD, handling/AD headquaters,handling
+420 572 549 680 aeroklub/aeroclub
E-mail airport@let.cz, twrlkku@Iet.cz, handling@let.cz
Web site www.let.cz
AFTN LKKUZTZX, LKKUZPZX
Povoleny druh provozu (IFR/VFR)
6 ) ) VFR/IFR
Type of traffic permitted (IFR/VFR)
- Pozndmky vysadkova Cinnost
Remarks parachute jumping operation
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AD 2-LKKU-2 KUNOVICE AIP
22 JUN 06 CZECH REPUBLIC
LKKU AD 2.3 PROVOZNi DOBA
LKKU AD 2.3 OPERATIONAL HOURS
’ Spréva letiSté MON-FRI  0700-1500 (0600-1400)
AD Administration Mimo provozni dobu viz/out of operational hours see LKKU AD 2.3-12.
Celni a pasova sluzba MON-FRI  0700-1500 (0600-1400)
Celnf a pasové odbaveni nutno vyZadat minimdlné 24 hodin pfedem v pracovni dny do
1300 (1200). Udélovani viz, jsou-li pro vstup do CR nutnd, se neprovédi.
2 Customs and immigration MON-FRI ~ 0700-1500 (0600-1400)
Customs and immigration clearance is provided 0/R MNM 24 hours in advance
in working days TIL 1300 (1200). Visas to C.R. are not granted.
3 Zdravotni a sanitdrni sluzba MON-FRI ~ 0700-1500 (0600-1400)
Health and sanitation Mimo provozni dobu viz/out of operational hours see LKKU AD 2.3-12.
4 LetiStni leteckd informacni sluzba MON-FRI  0700-1500 (0600-1400)
AIS Briefing Office Mimo provozni dobu viz/out of operational hours see LKKU AD 2.3-12.
5 OhlaSovna letovych provoznich sluZeb (ARO) MON-FRI  0700-1500 (0600-1400)
ATS Reporting Office (ARO) Mimo provozni dobu viz/out of operational hours see LKKU AD 2.3-12.
6 Meteorologickd sluzebna MON-FRI  0700-1500 (0600-1400)
MET Briefing Office Mimo provozni dobu viz/out of operational hours see LKKU AD 2.3-12.
. Letové provozni sluzby MON-FRI  0700-1500 (0600-1400)
ATS Mimo provozni dobu viz/out of operational hours see LKKU AD 2.3-12.
8 PInéni MON-FRI  0700-1500 (0600-1400)
Fuelling Mimo provozni dobu viz/out of operational hours see LKKU AD 2.3-12.
9 Odbaveni letu MON-FRI  0700-1500 (0600-1400)
Handling Mimo provozni dobu viz/out of operational hours see LKKU AD 2.3-12.
Bezpecnostni slozky
10 ) NIL
Security
» QOdstrariovéni ndmrazy NIL
De-icing
12 Remarks Mimo provpzm’dobu/olut of operational hours O/R MNM ?4 HB pfedem v provozdni dobé
sprdvy AD/in advance in operational hours of AD Administration.
_/L
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AIP

CZECH REPUBLIC

KUNOVICE AD 2-LKKU-3

8 DEC 05

LKKU AD 2.4  SLUZBY A ZARIZENi PRO POZEMNI ODBAVENI LETADEL

LKKU AD 2.4 HANDLING SERVICES AND FACILITIES
’ Zafizeni pro odbaveni nakladu NIL
Cargo-handling facilities
Druhy paliv a oleju Paliva/Fuels: LL100 (Aeroclub);
9 Fuel/oil types letecky petrolej/aviation kerosene JET A1 (Aeroclub).
Oleje/Qils:  AEROSHELL FLUID 41, AEROSHELL TURBINE 500 (Aeroclub),
ELF 100 AD, AEROSHELL AVE (Aeroclub).
| Zafizeni pro plnéni palivem/kapacita Letecky petrolej: autocisterna 12 300 L (Aeroklub)
Letecky benzin: podzemni nddrZze 10 000 L (Aeroklub)
PInéni letadel jinych provozovatelll pouze za asistence ¢lena poséadky téchto letadel a v
3 omezeném mnoZstvi.
| Fuelling facilities/capacity Aviation kerosene:  tank truck 12 300 L (Aeroclub)
Aviation petrol: underground tanks; 10 000 L (Aeroclub)
Aircraft refuelling of other operators available with assistance of a crew member of these
aircraft only and in a limited quantity.
4 Zafizeni pro odstrafiovani ndmrazy NIL
De-icing facilities
5 Hangéarovaci prostor pro cizi letadla Omezené, na vyZadani, vzdy po dohodé s majitelem.
Hangar space for visiting aircraft Limited, on request, always after a settlement with the owner.
6 Opravérské sluZby pro cizi letadla Omezené, jen pro typy dle oprdvnéni.
Repair facilities for visiting aircraft Limited, only for authorized types.
Pozndmky
7 NIL
Remarks

LKKU AD 2.5 ZARIZENi PRO CESTUJICI
LKKU AD 2.5 PASSENGER FACILITIES

] Hotely Hotely ve mésté.
Hotels Hotels in the town.
) Restaurace Ve mésté, OK-BAR v Aeroklubu.
Restaurants In the town, OK-BAR in Aeroclub.
Dopravni prostfedky Vlak - Zelezniéni stanice Kunovice, Uherské Hradisté, Staré Mésto.
Autobus - vefejna doprava, autobusové nadraZi Uherské Hradisté, stanice LET.
3 Taxi - na objedndvku.
Transportation Train - railway station Kunovice, Uherské Hradisté, Staré Mésto.
Bus - public transport, bus station Uherské Hradi$té, bus stop LET.
Taxi - to be ordered in advance.
| s Zdravotni sluzba Aircraft Industries, a.s. @ 572 518 010, 572 564 125.
Medical facilities Zachrannd sluzba/Rescue service @ 155.
5 Banka a posta Ve mésté.
Bank and Post Office In the town.
6 Cestovni kancelar Ve mésté.
Tourist Office In the town.
Pozndmky
7 NIL
Remarks
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AD 2-LKKU-4 KUNOVICE AP

8 DEC 05 CZECH REPUBLIC

LKKU AD 2.6 ZACHRANNE A PROTIPOZARNI SLUZBY
LKKU AD 2.6 RESCUE AND FIRE FIGHTING SERVICES

Kategorie leti$té pro Gcely zachranné a protipoZarni CAT 4
sluzby CAT5 O/R MNM 24 HR pfedem v provozni dobé spravy AD/in advance in operational
1 AD category for fire fighting hours of AD Administration

CAT6 O/R MNM 48 HR pfedem v provozni dobé spravy AD/in advance in operational
hours of AD Administration

’ Vlypro§tovaci zafizeni Vyprostovaci zafizeni LUKAS, rozbruSovaci pila na kov, péagidla, ochranné obleky OL 2.
Rescue equipment Rescue hydraulic set LUCAS, metal cutting saw, crowbars, protective clothing OL 2.

3 MoZnosti odstranéni nezpusobilych letadel Autojerdb, lana.
Capabililty for removal of disabled aircraft Truck crane, ropes.
Pozndmky Sluzba v uvedené kategorii je zajiStovana po dobu poskytovani letovych provoznich

4 Remarks sluZeb.

Service is provided in this category in time when ATS are provided.

LKKU AD 2.7 SEZONNIi POUZITELNOST - CISTENI
LKKU AD 2.7 SEASONAL AVAILIBILITY - CLEARING

] Druhy dklidovych prostiedku 2 snéhové pluhy,1 zametac.
Types of clearing equipment 2 snow-ploughs, 1 sweeper.
Poradi o€ist’ovani a) RWY 03C/21C,

Clearance priorities b) TWY A,
9 ¢) APN-NORTH,
d) TWY B,
e) APN-SOUTH
f) odstavna plocha/parking area.
Pozndmky

3 NIL

Remarks
_/L
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AIP KUNOVICE AD 2-LKKU-5

CZECH REPUBLIC 4 DEC 08

[LKKU AD 2.8  UDAJE 0 ODBAVOVACICH PLOCHACH, POJEZDOVCH DRAHACH A UMISTENI KONTROLNICH BODU
[LKKU AD 2.8  APRONS, TAXIWAYS AND CHECK LOCATIONS/POSITIONS DATA

Povrch a tinosnost odbavovacich ploch APN NORTH: Povrch/Surface:: Zivice/bitumen
Unosnost/Strength:  PCN 33/R/B/X/T
1 APN SOUTH: Povrch/Surface: beton/concrete
Unosnost/Strength:  PCN 33/R/B/X/T
APN Aeroklubu/of Aeroclub:  Povrch/Surface: Zivice/bitumen
Unosnost/Strength:  PCN 20/R/B/X/T
Sitka, povrch a tinosnost pojezdovych drah 3 TWYA TWY B
9 Sitka/Width: 10,5m 6m
Povrch/Surface: beton/concrete Zivice/bitumen
Unosnost/Strength: PCN 33/R/B/X/T PCN 20/F/B/X/T
Umisténi a nadmorské vy$ka kontrolnich bodu pro APN NORTH ELEV 574 /175 m

3 nastaveni vySkoméru
ACL and elevation
Umisténi kontrolnich bod VOR/INS

4 . NIL
VOR/INS checkpoints
Pozndmky Odstavna plocha/Parking area:
Remarks Povrch/Surface: asfaltobeton/asphaltic-concrete
5 Umisténi/Located: 150 m W od/from THR RWY 21 C

Unosnost/Strength: ~ stejnd jako RWY, piesny (idaj neni k dispozici./
the same as RWY, the exact value is not available.

|LKKU AD 2.9  SYSTEM VEDENI A RiZENi POHYBU NA PLOSE A ZNACENI
LKKU AD 2.9  SURFACE MOVEMENT GUIDANCE AND CONTROL SYSTEM AND MARKINGS

PouZité znaenf stani letadel, pojezdové vodici znacky a | Denniznateni RWY a TWY je v souladu s pfedpisem L 14. Stani letadel je na APN-NORTH
visudlni navadéci/parkovaci systém pro jednotliva stani ] 1, 2, 3 a na APN-SOUTH 4 v&etné navadéciho systému pro jednotliva stéani.

letadel Denni znaCeni vyCkavaciho mista na TWY A. Stéani pro vrtulniky je na APN NORTH mezi
stinimi 3 a 3 A. Je vyznacené pismenem H (bild barva).

Use of aircraft stand ID signs, TWY guide lines and Day marking RWY and TWY is in accordance with Annex 14. Aircraft stands are on APN-
visual docking/parking guidance system of aircraft NORTH 1, 2, 3 and on APN-SOUTH 4 including guidance system for single stands.
stands Day marking of holding position on TWY A. A stand for helicopters is located on APN

NORTH between stands 3 and 3A. The stand is marked by letter H (white colour).

RWY a TWY znacky a svételné oznaceni

2 ) NIL
RWY and TWY markings and LGT
Stop pfick

3 PRrLYy NIL
Stop bars
Poznamky

4 NIL
Remarks

e
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AD 2-LKKU-6
4JUN 09

KUNOVICE

CZECH REPUBLIC

LKKU AD 2.10 LETISTNi PREKAZKY
LKKU AD 2.10 AERODROME OBSTACLES

V prostorech pfiblizeni/vzletu V prostoru pfibliZeni okruhem a na letisti Poznamky
In approach/TKOF areas In circling area and at AD Remarks
1 2 3
Druh pFekazky Druh pFekazky
RWY/Prostor ve Nadmnrsvka szka Nadmnrsvka szka
. Yy Znadeni L Znadeni e
kterém se prekazka P Zemépisné soufadnice P Zemépisné soufadnice
hazi denni/noéni denni/noéni
nachazl Obstacle tvos Coordinates Obstacle tvos Coordinates
RWY/Area affected > yp > yp
Elevation Elevation
Markings/LGT Markings/LGT
a b c a b
antény vysilace Topolnd/ 49071897 N komin cihelny Kunovice/ 490139,02N NIL
21C,21L,21R antennas of Topolnd 017 30 42,43 E chimney of Kunovice 017 28 05,29
TKOF/APCH broadcast station brickfield
1480 ft/451 m 896 ft/273 m

LKKU AD 2.11 POSKYTOVANE METEOROLOGICKE INFORMACE
LKKU AD 2.11 METEOROLOGICAL INFORMATION PROVIDED

PFislusnd meteorologickd sluZzebna
Associated MET Office

LKKU KUNOVICE

Provozni doba
MET sluZebna poskytujici informace mimo provozni
2 dobu

Hours of service
MET Office outside hours

MON-FRI' 0700-1500 (0600-1400)
PRAHA/Ruzyné, BRNO/Tufany, OSTRAVA/Mo3nov

SluZebna odpovédnd za pfipravu pfedpovédi TAF PRAHA

3 Obdobi platnosti, interval vyddvani 9 HR, vyddvan nepravidelné
Office responsible for TAF preparation PRAHA
Periods of validity, interval of issuance 9 HR, issued irregularly
Druhy pfistévacich predpovédf
Interval vydéavani

4 . NIL
Type of landing forecast
Interval of issuance

5 Zpusob poskytovéni briefingu/konzultace P, T (viz GEN 3.5.4)
Briefing/consultation provided P, T (see GEN 3.5.4)
Letovd dokumentace C,PL (vizGEN 3.5.4)

6 PouZivany jazyk(y) Anglicky, esky
Flight documentation C,PL (see GEN 3.5.4)
Language(s) used English, Czech
Mapy a quS| informace k dispozici pro briefing nebo S, Ugs, Urg, Usgy Uso,

7 | onauitec ORR Pgs, Pro, Psos Paos Pags Pass P

) ) ) _— 85> 170, 50, P40, P30, Fos, Mg

Charts an.d other information available for briefing or SWH, SWM, SWL
consultation
Pomocné vybaveni k dispozici pro poskytovani informaci

8 | Supplementary equipment available for providing NIL
information

_/L
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AIP KUNOVICE AD 2-LKKU-7

CZECH REPUBLIC 24 APR 08

LKKU AD 2.11 POSKYTOVANE METEOROLOGICKE INFORMACE
LKKU AD 2.11 METEOROLOGICAL INFORMATION PROVIDED

Stanovisté ATS kterym jsou informace poskytovany
9 : . o , KUNOVICE AFIS,TWR
ATS units provided with information

Doplriujici informace (omezeni sluZby atd.)
10 " ) o ) @ +420 572 817 630
Additional information (limitation of service, etc.)

LKKU AD 2.12 FYZIKALNI VLASTNOSTI VZLETOVYCH A PRISTAVACICH DRAH
LKKU AD 2.12 RUNWAY PHYSICAL CHARACTERISTICS

Unosnost (PCN) | Zemépisné soufadnice | THR ELEV a nejuy$si ELEV TDZ

Oznadeni .
Designations Zemépisnja_ Rozméry RWY a povrch RWY a SWY  THR RWY pro presné priblizeni
magneticky smér Dimensions of RWY Strength (PCN) Vy$ka elipsoidu THR elevation and highest
Rb‘lAIIQY TRUE & MAG BRG (m) and surface of RWY THR coordinates elevation of TDZ of precision
and SWY Geoid undulation APP RWY
1 2 3 4 5 6
025°GEO 4901 16,62 N
03C 093MAG 01726 02,36 E 574 ft/175 m
PCN 33/R/B/X/T 143 ft/43,5 m
2000x30
beton/concrete 49021511 N
0 ,
210 228;35\2 017 26 44,57 E 581 ft/177 m
143 ft/43,5 m
0,
03R 822;3&2 - 571 ft/174 m
oy | 016 070WPs
0,
21L 205°GEO . 581 ft/177 m
203°MAG
0,
0L ool : 571 1174 m
0 oo | G 070 WP
21R 205°GEQ - 581 ft/177 m
203°MAG
Rozméry SWY Rozméry CWY Rozméry vzletoveho a Prostor b
Sklon RWY-SWY T S piistavaciho pasu rostor bez Poznamky
SWY dimensions | CWY dimensions L . prekazek
Slope of RWY-SWY Strip dimensions OFZ Remarks
(m) (m)
(m)
7 8 9 10 1 12
- 200 - e - .
2400x300 RWY by mély byt sprévné oznaceny 02L, C,
- 200 - R /21L, C, R, z davodu moZnosti zimény
0 N 110 _ jsou 03L,C,R/21L,C,R.
RE;ESQIF?O/?DNO 2000x60 The correct designation of RWYs should be
- 200 - 02L, C, R/20L, C, R but due to a possible
- 320 - confusion they are designated 03L, C, R/
2000x135 21L. C. R.
- 200 - 7
_/L
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AD 2-LKKU-8 KUNOVICE AP
11 DEC 03 CZECH REPUBLIC
LKKU AD 2.13 VYHLASENE DELKY
LKKU AD 2.13 DECLARED DISTANCES
Oznaceni RWY TORA TODA ASDA LDA Poznamky
RWY Designator (m) (m) (m) (m) Remarks
1 2 3 4 5 6
03C 2000 2200 2000 2000
21C 2000 2200 2000 2000
03R 1690 1800 1690 1690
21L 1690 1890 1690 1690
03L 1480 1800 1480 1480
21R 1480 1680 1480 1480
LKKU AD 2.14 PRIBLIZOVACI A DRAHOVY SVETELNY SYSTEM
LKKU AD 2.14 APPROACH AND RUNWAY LIGHTING
.| napcH RCLL REDL
Oznaceni LGT THR LGT VASIS 07 LEN, LEN RENL SWY LGT )
RWY barva/ (MEHT) rozestupy/ | rozestupy/ LEN (m) Poznamky
typ/type LGT . . barva/colour
RWY colour spacing, spacing, barva/ Remarks
- LEN PAPI LEN WBAR
Designator ST WBAR barva/colour, | barva/colour colour
INT INTST INTST
1 2 3 4 5 6 7 8 9 10
03C NIL LIM, R APAPI 270m NIL 2000 m/ 60 m | LAST 600 m NIL NIL
zelend/green | vlevo/left | bild/ LIM, R Zlutd/yellow
8,75m 264 m white bila/white
za/behind
THR RWY
03C,
3,5°
21C SALS LIM, R APAPI 200m NIL 2000 m/ 60 m | LAST 600 m NIL Pfi pfiblizeni na RWY 21 se muze
bild/white | zelend/green | vlevo/left | bild/ LIM, R Zlutd/yellow vyskytnout klamavé svétlo od
420 m 8,75 m 278 m white bild/white osvétleni stadionu v poloze 2,5 NM
LIM za/behind od ARP LKKU 0,1 NM vlevo od osy
THR RWY APP, to je 5° od osy pfiblizeni/
21C, When approaching to RWY 21
3,5° confusing light caused by stadium
lighting in the location 2,5 NM
from ARP LKKU 0,1 NM to the left
from APP axis, that is 5° from APP
axis, can occur.

LKKU AD 2.15 OSTATNIi OSVETLENI, NAHRADNi ZDR0J ELEKTRICKE ENERGIE
LKKU AD 2.15 OTHER LIGHTING, SECONDARY POWER SUPPLY

Umisténi a charakteristika ABN/IBN

] Provozni doba NIL
ABN/IBN location, characteristics

Hours of operation

Umisténi a osvétleni LDI
Umisténi a osvétleni anemometru

WDI je umistén 180 m vpravo od osy 21C, 500 m za THR 21C, osvétlen bile. Anemometr je umistén 150 m
vpravo od osy 21C, 30 m za THR 21C, ve vySce 5 m osvétlen ervené.

2
LDl location and LGT WDI is located 180 m right from RWY 21C axis, 500 m behind THR 21C, lighted white. Anemometer is
Anemometer location and LGT located 150 m right from RWY 21C axis, 30 m behind THR 21C, lighted red at a height of 5 m.
_/L
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AIP KUNOVICE AD 2-LKKU-9

CZECH REPUBLIC 24 APR 08

LKKU AD 2.15 OSTATNi OSVETLEN{, NAHRADNI ZDROJ ELEKTRICKE ENERGIE
LKKU AD 2.15 OTHER LIGHTING, SECONDARY POWER SUPPLY

Pojezdové postranni a pojezdové
3 0sové fady

TWY edge and centre line lighting Taxiway edge lights TWY A, blue, located 8,15 m from TWY axis, interval 60 m.

Ndahradni zdroj elektrické energie/ Slouzi pro:

doba potfebnd na prepnuti - pfibliZzovaci svételnou soustavu RWY 21C/03C,

- drdhovou svételnou soustavu RWY 21C/03C,

- pojezdovou svételnou soustavu,

- radionavigacni zafizeni NDB KNE a MKR ve stejné poloze,

- stanovisté TWR, doba pfepnuti do 30 sec.

Secondary power supply/switch-over | Available for:

time - approach lighting system RWY 21C/ 03C,

- runway lighting system RWY 21C/03C,

- taxiway lighting system,

- radionavigation facilities NDB KNE and MKR at the same location,

- TWR units, switch-over time 30 sec average.

Postranni pojezdové fady TWY A, modré, umisténi 8,15 m od osy TWY, rozstup 60 m.

Poznamky Osvétleny ndpis na odbavovaci budové letisté Kunovice.
Remarks Lighted sign on the terminal building of aerodrome Kunovice.

LKKU AD 2.16 PRISTAVACI PLOCHY PRO VRTULNIKY
LKKU AD 2.16 HELICOPTER LANDING AREA

’ Zemépisné soufadnice TLOF nebo THR FATO NIL
Coordinates TLOF or THR of FATO

5 Nadmorska vySka TLOF a/nebo FATO (M/FT) NIL
TLOF and/or FATO elevation (M/FT)
Rozméry TLOF a FATO, povrch, dnosnost, znaceni

3 | TLOFand FATO area dimensions, surface, strength, | NIL
marking

4 Zemépisny a magneticky smér FATO NIL
True and MAG BRG of FATO

5 PouZitelné vyhla3ené délky NIL
Declared distance available

Svételny systém pro APP a FATO

6 o NIL
APP and FATO lighting
- Poznamky Parkovaci plocha pro vrtulniky je v prostoru sténi ¢islo 3.
Remarks Parking area for helicopters is in the area of stand number 3.
_/L
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AD 2-LKKU-10 KUNOVICE AP

24 APR 08 CZECH REPUBLIC

LKKU AD 2.17 VZDUSNY PROSTOR LETOVYCH PROVOZNICH SLUZEB
LKKU AD 2.17 ATS AIRSPACE

Oznaceni a vodorovné hranice CTR KUNOVICE

Designation and lateral limits 4855 50,00 N 017 26 42,00 E -

kruhovy oblouk 6 NM/11 km kolem ARP AD LKKU do/circular arc 6 NM/11 km around ARP AD LKKU to
4903 35,75N 017 34 58,86 E -

4911 11,54 N 017 40 30,99 E -

4913 03,27 N 017 34 34,48 E -

1 490917,00 N 01727 12,00 E -

4907 42,00 N 01726 04,00 E

kruhovy oblouk 6 NM/11 km kolem ARP AD LKKU do/circular arc 6 NM/11 km around ARP AD LKKU to
4858 08,00 N 01719 15,00 E -

4856 07,00 N 01717 49,00 E -

4854 26,00 N 017 2542,00 E -

485550,00 N 017 26 42,00 E

Vertikdlni hranice
2 o GND do/to 5000 ft/1520 m AMSL
Vertical limits

Klasifikace vzdu$ného prostoru
Airspace classification

Volaci znak stanovisté ATS

4 Jazyk(y) KUNOVICE VEZ/ KUNOVICE TOWER
ATS unit call sign CzZ, SL, EN
Language(s)

PFevodni vySka
5 N ) 5000 ft AMSL
Transition altitude

Pozndmky Mimo provozni dobu TWR se méni klasifikace vzdusného prostoru na tfidu G a E a poskytuje se pouze
6 sluzba AFIS v ATZ.
Remarks Outside operational hours of TWR the airspace classification changed to class G and E and only AFIS is

provided in ATZ .

LKKU AD 2.18 SPOJOVACI ZARIZENi LETOVYCH PROVOZNICH SLUZEB
LKKU AD 2.18 ATS COMMUNICATION FACILITIES

Oznaceni sluzby Volaci znatka Kmitocet Provozni doba Poznamky
Service designation Call sign Frequency Hours of operation Remarks
1 2 3 4 5
MON-FRI  0700-1500 (0600-1400)
120,100 MHz Mimo p of dobu viziout of
. imo provozni dobu viz/out o
TWR KUNOVICE VEZ/TOWER operational hours see LKKU AD 2.3-12.
121,500 MHz Tisfiovy kmitoCet/Emergency FREQ.
SAT, SUN, HOL Pouze v dobé mistniho letového
od/from 4 APR do/till 30 OCT provozu mimo provozni dobu TWR/
AFIS KUNOVICE INFO 120,100 MHz 0800- SS (0700-SS). Only in time of local air traffic out of
TWR operational hours.
_/L
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AIP KUNOVICE AD 2-LKKU-11
CZECH REPUBLIC 22 JUN 06
LKKU AD 2.19 RADIONAVIGACNI A PRISTAVACI ZARIZENI
LKKU AD 2.19 RADIO NAVIGATION AND LANDING AIDS
Druh zafizeni Nadmofiska
rUCAZf::_Z:n" Zemépisné vySka vysilaci
(VOR/ILS VAR) o Kmitoget Provozni doba ss;‘;ngg:c:nf::;a ::“e":'_ DMEt Pozndmky
Type of aid, Frequency Hours of operation Site of transmitting ev[?IVIIIIJEn 0 Remarks
CAT of ILS antenna coordinates transmitting
(VOR/ILS VAR) antenna
1 2 3 4 5 6 7
49 06 50,12 N 024° MAG/9,35 km
NDB KUN 416 kiz 017 30 05,03 E k /to THR RWY 21C.
4902 47,35 N 024° MAG/1,05 km
NDB KNE 434 kHz 017 27 07,75 k /toTHR RWY 21C.
» 49 06 50,18 N 024° MAG/9,35 km
oM Carky/dashes | 75 MHz 017 30 05,38 E Kk /to THR RWY 21C.
024° MAG/1,05 km
I H24 k /toTHR RWY 21C.
} 49 02 47,37 N Modulaéni kmitoget/
MKR tetky/dots 75 MHz 01727 07 91 E Modulation frequency
3000 Hz. (O/R 30 min
pfedem/in advance)
024° MAG/3,28 km
tetka, Sdrka/ 49 03 52,78 N k /foTHR RWY 21C.
MKR dot, dash 75 MHz 01727 53,26 E Modulace/Modulation

1300 Hz.
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