AIP
CZECH REPUBLIC

KARLOVY VARY

AD 2-LKKV-1
14 AUG 08

| LKKV AD 2.1 SMEROVACI ZNAGKA A NAZEV LETISTE
LKKV AD 2.1 AERODROME LOCATION INDICATOR AND NAME

LKKV - KARLOVY VARY

Vefejné mezinérodni letisté
Public International Aerodrome

ZEMEPISNE A ADMINISTRATIVNI UDAJE 0 LETISTI
AERODROME GEOGRAPHICAL AND ADMINISTRATIVE DATA

LKKV AD 2.2
LKKV AD 2.2

Zemépisné soufadnice vztazného bodu letité a jeho
1 umisténi

ARP coordinates and site at AD

501211 N 01254 54 E

Smér a vzdélenost leti$té od (mésta)
2 - . ) 4,5 km SE Karlovy Vary
Direction and distance from (city)

Nadmofrska vySka / vztaznd teplota

3 0
Elevation / Reference temperature 1989 /606 m/21,9° C (JUN)

MAG deklinace / Roéni zména

4 0
MAG VAR / Annual change 2°E (2009)/+ 4 MIN

Provozovatel letisté:

I Aerodrome operator LetiSté Karlovy Vary s.r.o.
Adresa Letisté Karlovy Vary s.r.o.
Address K Letisti 132
360 01 Karlovy Vary
telefon: 353 360 610 feditel
telephone 353 360 611 ustfedna, handling

608 575 824 handling pfi diverzich

5 353 360 614 dispecink Zachranné a
pozarni sluzby

353 360 618 Bezpecnostni dispeCink (H24)
608 068 438 provozni dispecer (zimni

Airport Karlovy Vary

Airport Karlovy Vary
K Letisti 132
360 01 Karlovy Vary

+420353 360 610 director

+420 353 360 611 operator, handling
+420 608 575 824 handling for diversions
+420 353 360 614 Rescue and fire-
fighting service unit

+420 353 360 618 Security unit (H24)
+420 608 068 438 traffic controller (winter

drzba) maintenance)
telefax: 353 360 636, 353 360 637 +420 353 360 636, 353 360 637
SITA KLVCZ7X
E-mail handling@airport-k-vary.cz
AFS LKKVZPZX
Povoleny druh provozu (IFR/ VFR)
6 ) ) IFR/VFR
Type of traffic permitted (IFR/ VFR)
7 Pozndmky Vlysadkovd ¢innost, provoz kluzékd Parachute jumping operation, gliders
Remarks operation

@
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AD 2-LKKV-2
26 MAR 09

KARLOVY VARY Alp

CZECH REPUBLIC

LKKV AD 2.3 PROVOZNi DOBY
LKKV AD 2.3 OPERATIONAL HOURS

Spréva letisté 1.4.-31.10. 0700-1900 (0600-1800)
1 AD Administration 1.11.-31.3. MON-FRI 0700-1600 (0600-1500),
SAT 0700-1830 (0600-1730),
SUN 0700-1600 (0600-1500)
5 Celni a pasova sluzha Jako provozovatel letisté.
Customs and immigration As AD Administration.
Zdravotni a sanitdrni sluzba Jako provozovatel letisté.
3 Health and sanitation As AD Administration.
4 LetiStni leteckd informacni sluzba Jako provozovatel letisté.
AIS Briefing Office As AD Administration.
5 OhlaSovna letovych provoznich sluZzeb (ARO) Jako provozovatel letisté.
ATS Reporting Office (ARO) As AD Administration.
Meteorologickd sluZebna
6 L ) H24
MET Briefing Office
7 Letové provozni sluzby Jako provozovatel letisté.
ATS As AD Administration.
PInéni Jako provozovatel letisté.
8 Fuelling As AD Administration.
9 Odbaveni letu Jako provozovatel letisté.
Handling As AD Administration.
Bezpecnostni slozky
10 H 24
Security
1 Odstrariovéni ndmrazy Jako provozovatel letisté.
De-icing As AD Administration.
Pozndmky Zména provozni doby pro sérii letl viz LKKV AD 2.20.
12 Remarks Change of operational hours for series of flights see LKKV AD 2.20.

LKKV AD 2.4  SLUZBY A ZARIZENi PRO POZEMNI ODBAVENI LETADEL
LKKV AD 2.4  HANDLING SERVICES AND FACILITIES

’ Zafizeni pro odbaveni nakladu 2 vysokozdviZzné voziky (3,2 t), 2 akumuldtorové voziky s viekem
Cargo-handling facilities 2 folk-lift truck (3,2 t), 2 accumlulator trucks with tow
Druhy paliv a oleju Paliva/Fuels: JET A1, AVGAS 100 LL
2 Fuel/oil types Oleje/Qils: ~ Total AERO D 100, Total AERO D 80, Total AERO DM 15W50
Zafizeni pro plnéni palivem/kapacita autocisterna: 1x2900 L (AVGAS 100 LL)
3 autocisterna: 1x16 000 L (JET A-1)
Fuelling facilities/capacity tank truck: 1x2900 L (AVGAS 100 LL)
tank truck: 1x16 000 L (JET A-1)
4 Zafizeni pro odstrafiovani ndmrazy De-icing: odmrazovaci kapalina typu | a [I: CLARIANT
De-icing facilities De-icing: de-icing liquid type | and II: CLARIANT
5 Hangdrovaci prostor pro cizi letadla k dispozici na vyZddani u provozovatele letisté
Hangar space for visiting aircraft available on request at AD operator
6 Opravérské sluzby pro cizi letadla NIL
Repair facilities for visiting aircraft
Pozndmky
7 NIL
Remarks
_/L
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AIP KARLOVY VARY AD 2-LKKV-3
CZECH REPUBLIC 90CT 08
LKKV AD 2.5 ZARIZENi PRO CESTUJICI
LKKV AD 2.5 PASSENGER FACILITIES
’ Hotely Ve mésté.
Hotels In the city.
Restaurace Snack bar v odletovém prostoru termindlu pouze v dob& odbaveni pravidelnych a
| ) charterovych letl
Restaurants Snack bar in departure area of terminal available only during check-in scheduled and
| chartered flights.
3 Dopravni prostfedky Méstskd doprava, taxi, soukromi dopravci.
Transportation Municipal traffic, taxi, private carrier.
Zdravotni sluzba Prvni pomoc na AD.
A Nemocnice ve mésté (7 km).
Medical facilities First aid treatment on AD.
Hospital in the city (7 km).
5 Banka a poSta Ve mésté.
Bank and Post Office In the city.
6 Cestovni kanceldr Ve mésté.
Tourist Office In the city.
Pozndmky
7 NIL
Remarks

LKKV AD 2.6 ZACHRANNE A POZARNI SLUZBY

LKKV AD 2.6 RESCUE AND FIRE FIGHTING SERVICES

Kategorie leti$té pro Gcely zachranné a pozZérni sluzby CAT 4 v provozni dobé letisté.
CAT 7 zajisténa pro pravidelné a nepravidelné lety uvedené v letovém fadu letisté. Mimo
] tyto lety CAT 7 na vyZadani minimdiné 30 minut pfedem.
AD category for fire fighting CAT 4 during aerodrome operational hours.
CAT 7 is provided for regular and irregular flights listed in the aerodrome flight schedule.
For other flights CAT 7 is provided on request only minimally 30 minutes in advance.
Vlypro§tovaci zafizeni Hydraulické nazky LUCAS, rozbruSovaci motorova pila, motorova fetézova pila, souprava
2 zvadacich vaku LAMPE
Rescue equipment Hydraulic shears LUCAS, abrasive saw, power chainsaw, lifting bag set LAMPE
3 MozZnosti odstranéni nezpusobilych letadel neni k dispozici
Capability for removal of disabled aircraft not available
Pozndmky
4 NIL
Remarks

LKKV AD 2.7 SEZONNi POUZITELNOST - CISTENI

LKKV AD 2.7 SEASONAL AVAILABILITY - CLEARING

Druhy tklidovych prostfedku 2 snéhové pluhy, 2 snéhové frézy, 2 zametace - ofukovate Schorling, 2 postfikovace
’ chemickych latek, 1 rozmetadlo chem. latek

Types of clearing equipment 2 snow ploughs, 2 snow cutters, 2 sweeper - blowers Schorling, 2 sprinklers of

a chemical, 1 spreader of a chemical

5 Pofadi ociStovani vizAD 1.2.2

Clearance priorities ref AD 1.2.2
3 Pozndmky V zimnim obdobi se na travnaté RWY 12/30 neprovadi odklizeni snéhu.

Remarks Snow clearance on grass RWY 12/30 is not provided during winter season.

AIR NAVIGATION SERVICES OF THE C.R.
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AD 2-LKKV-4 KARLOVY VARY AIP
14 AUG 08 CZECH REPUBLIC
| LKKV AD 2.8 UDAJE 0 ODBAVOVACICH PLOCHACH, POJEZDOVYCH DRAHACH A UMISTENI KONTROLNICH BODU
| LKKV AD 2.8 APRONS, TAXIWAYS AND CHECK LOCATIONS/POSITIONS DATA

Povrch a tinosnost odbavovacich ploch

Apron surface and strength

Apron STRED:
Povrch: asfaltobeton
Apron ZAPAD:
Povrch: asfaltobeton, pro ACFT s MTOW < 5700 kg s rozchodem kol podvozku do 4,5 m
a rozpétim kidel do 15 m.

Odbavovaci plocha pro Aeroklub:

Povrch:, asfaltobeton a beton Umisténi: pfed hangdrem a budovou Aeroklubu.
Odstavna plocha VYCHOD:
Povrch: asfaltobeton
Apron MIDDLE :

Surface: asphaltic-concrete
Apron WEST:

Surface: asphaltic-concrete, for ACFT with MTOW < 5700 kg with main gearspan up to
4,5 m and wingspan up to 15 m.

Apron for Aeroclub:

Surface: asphaltic-concrete and concrete
aeroclub building.

Parking area EAST:
Surface: asphaltic-concrete

Unosnost: PCN 57/F/A/X/T

Unosnost: PCN/46/F/A/X/T Umisténi: viz LKKV AD 2-19

Strength: PCN 57/F/A/X/T

Located: in front of the hangar and

Strength: PCN/46/F/A/X/T Located: see LKKV AD 2-19

8itka, povrch a tinosnost pojezdovych drah

Sitka: TWY A:
v liseku mezi TWY D aTWY B: 11 m,
v iseku mezi TWY B a THR RWY 29: 9,5 m, oblouk 11,3 m
TWYB, D, E: 15 m, TWY C: 11 m, TWY F: 12 m, TWY VaW: 10,5 m
v lsecich TWY se Sitkou 15 m jsou provedeny oboustranné méné tinosné
Zivicné pésy - Sitka 5 m, TWY B - §itka 3 m.
TWY F: §itka pasu 44 m (symetricky 22 m na kaZdou stranu).

Povrch: asfaltobeton a beton, TWY F, Va W - trdva.
Unosnost:  TWY Aa C PCN 27/F/B/X/T,
TWY D a E PCN 32/R/B/XT,
TWY B PCN 43/F/C/X/T,
’ TWY F,VaW 5600 kg/0,70 MPa.
Taxiway width, surface and strength Width: TWY A:
BTN TWY D and TWY B: 11 m,
BTN TWY B and THR RWY 29: 9,5m,arc11,3m
TWYB, D, E: 15 m, TWY C: 11 m, TWY F: 12 m, TWY VaW: 10,5 m
there are bituminous shoulders with a lower strength on both sides, in the
segment of TWYs with the width of 15 m - 5 m width, TWY B - 3 m width.
TWY F: strip width - 44 m (symmetrically 22 m on both sides).
Surface: asphaltic-concrete and concrete, TWY F,V and W - grass.
Strength: ~ TWY A and C PCN 27/F/B/X/T,
TWY D and E PCN 32/R/B/X/T,
TWY B PCN 43/F/C/X/T,
TWY F, Vand W 5600 kg/0,70 MPa.
Umisténi a nadmofské vySka kontrolnich bodu pro Odbavovaci plocha STRED: ~ ELEV 1973 ft/601 m
3 nastaveni vySkomeéru
ACL location and elevation Apron MIDDLE: ELEV 1973 ft/ 601 m
4 Umisténi kontrolnich boda VOR/INS NIL
VOR/INS checkpoints
5 Poznamky TWY F, V. a W pro letadla kategorie A a B.
Remarks TWY F, V and W for aircraft of A and B categories.
_/L
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AIP KARLOVY VARY AD 2-LKKV-5

CZECH REPUBLIC

6 NOV 08

|LKKV AD 2.9  SYSTEM VEDENI A RiZENi POHYBU NA PLOSE A ZNACENI
LKKV AD 2.9  SURFACE MOVEMENT GUIDANCE AND CONTROL SYSTEM AND MARKINGS

Poufité znaeni stani letadel, pojezdové vodici znatky a | Znageni sténf a pojizdéni na Apron STRED a ZAPAD. Prosvétlené znaky na RWY 11/29 a
visudlni navadéci/parkovaci systém pro jednotliva stani | TWY B, D, E. Reflexni znaky na TWY A, F.
] letadel
Use of aircraft stand ID signs, TWY guide lines and Aircraft stand and TWY markings on Apron MIDDLE and WEST. Illuminated signs on
visual docking/parking guidance system of aircraft RWY 11/29 and TWYs B, D, E. Reflecting marks on TWYs A, F.
stands
Oznaceni a svételné oznaceni RWY a TWY RWY 11/29
Znateni: pozndvaci, osové, prahové, dotykového pdsma, postranni drdhové.
Svételné znaCeni: postranni drdhové ndvéstidla vysoké svitivosti, regulovatelnd, prahovd a
koncové ndvéstidla vysoké svitivosti, regulovatelna.
RWY 12/30
Prahové a postranni znacky dle L 14.
TWYA,B,C,D, E
Osové znaceni, znageni vyCkdvacich mist na vSech kfizenich TWY/RWY, postranni
ndveéstidla viz ICAO mapa LKKV AD 2-19.
TWY F, V, W (tréva)
2 Pojezdové postranni znacky (kuZel oranzovo/bily).
RWY and TWY markings and LGT RWY 11/29
Markings: designation, centre line, THR, touchdown zone, side stripe.
Lights: RWY edge LIH, controllable, RWY THR and RWY end LIH, controllable.
RWY 12/30
THR and edge markers in accordance with Annex 14.
TWYA,B,C, D, E
Centre-line marking, holding position marking at all intersections of TWY/RWY, edge
lights see ICAQ Chart LKKV AD 2-19.
TWY F, V, W (grass)
Edge markers (cones - orange/white).
Stop pficky
3 Stop bars NIL
Pozndmky
4 Remarks NIL

| LKKV AD 2.10 LETISTNi PREKAZKY
LKKV AD 2.10 AERODROME OBSTACLES

LKKV AD 2-25.

Obstacle Chart LKKV AD 2-25.

V prostoru pfibliZeni/vzletu V prostoru pfiblizeni okruhem a na letisti Poznamky
In approach/TKOF areas In circling area and at AD Remarks
1 2 3
Druh pFekazky Druh pFekazky
RWY/Prostor, ve Nadmofiska vyska Nadmofrska vyska
kterém se prekazka Znaceni denni/noéni | Zemépisné souradnice | Znaéeni denni/noéni | Zemépisné soufadnice
nachazi Obstacle type Coordinates Obstacle type Coordinates
RWY/Area affected Elevation Elevation
Markings/LGT Markings/LGT
a b c a b
stanovisté RLP/TWR 5012 06,01 N
ANS/TWR unit 01254 41,37 E

Podrobny popis vyznatnych prekaZek je uveden na letistni prekazkové mapé | \vska/height 69 ft/21 m

Detailed specification of significant obstacles is shown on Aerodrome

330 m od/from ARP

osvétleno/lighted

osvétlovaci stoZary APN
lighting mast
vySka/height 66 ft/20 m
osvétleno/lighted

AIR NAVIGATION SERVICES OF THE C.R.
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AD 2-LKKV-6
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LKKV AD 2.11 POSKYTOVANE METEOROLOGICKE INFORMACE
LKKV AD 2.11 METEOROLOGICAL INFORMATION PROVIDED

PFislusna meteorologickd sluzebna
1 ) i Karlovy Vary
Associated MET Office
Provozni doba
MET sluZebna poskytujici informace mimo provozni
2 | dobu H 24
Hours of service
MET Office outside hours of service
SluZebna odpovédnd za pfipravu predpovédi TAF PRAHA
3 Obdobi platnosti, interval vydavani 30 HR, vydévan kazdych 6 hodin (00-06 a 06-12 ...)
Office responsible for TAF preparation PRAHA
Periods of validity, interval of issuance 30 HR, issued at intervals of 6 hours (00-06 and 06-12 ...)
Druhy pfistavacich predpovédi
Interval vydavéni
4 . NIL
Type of landing forecast
Interval of issuance
Zpusob poskytovdni briefingu/konzultace P, T
. viz GEN 3.5.4
Briefing/consultation provided P, T
ref GEN 3.5.4
Letovd dokumentace C, PL
Pouzivany jazyk(y) Anglicky, Cesky
6 viz GEN 3.5.4
Flight documentation C,PL
Language(s) used English, Czech
ref GEN 3.5.4
Mapy a dgléf informace k dispozici pro briefing nebo S, Ugs, Uzg, Usg, Ugg
7 | onaultec Pas: Pros Psor Paos Paos Pass PaoySWH, SWIM, SWL
Charts and other information available for briefing or 8 770 70 140 T30 25 Ta0r = '
consultation W/T 2000 ft
Pomocné vybaveni k dispozici pro poskytovani informaci
8 | Supplementary equipment available for providing SADIS terminal
information
Stanovisté ATS kterym jsou poskytovéany informace
9 ) ) o i Karlovy Vary APP, TWR
ATS units provided with information
Dopliujici informace (omezeni sluzby atd.) @ Karlovy Vary 353 331 104
10 PRAHA 220 562 627, 220 113 422, 244 032 237, 244 032 263
Additional information (limitation of service, etc.) @ Karlovy Vary +420 353 331 104
PRAHA +420 220562 627,220 113 422, 244 032 237, 244 032 263
_/L
AMDT 203/08 @ AIR NAVIGATION SERVICES OF THE C.R.



AIP
CZECH REPUBLIC

KARLOVY VARY

AD 2-LKKV-7
1 APR 07

LKKV AD 2.12 FYZIKALNI VLASTNOSTI VZLETOVYCH A PRISTAVACICH DRAH
LKKV AD 2.12 RUNWAY PHYSICAL CHARACTERISTICS

Oznatent 3 Unosnost (PCN) | Zemépisné soufadnice | Tyg F|EY a nejvyssi ELEV TDZ
znaten P Rozméry RWY THR Fesné piblizeni
Designations Zemeépisny a a povrch RWY a SWY RWY pro pfesné pfibliZeni
magneticky smér Dimensions of RWY Strength (PCN) Vy$ka elipsoidu THR elevation and highest
RI\‘IAF’{Y TRUE & MAG BRG (m) and surface of RWY THR coordinates elevation of TDZ of precision
and SWY Geoid undulation APP RWY
1 2 3 4 5 6
0 I PCN 54/F/A/X/T 501157,33N
29 293" GEO 2150x30 asfalto-beton/ 012554430 | PRI MO M
291° MAG asphaltic-concrete 154 ft/47 m ’
1139 GEO | PCN 54/F/A/X/T 5012 22,75 N
11 o 2150x30 asfalto-beton/ 01254 11,35E THR 1987 ft/605,6 m
111° MAG asphaltic-concrete 148 ft/45 m
293° GEO 5600 kg (0,70 MPa) i THR 1985 ft/605 m
30 291° MAG 1000x30 travalgrass TDZ 1989 ft/606 m
0
12 113° GEO 1000x30 5600 kg (0,70 MPa) . THR 1969 ft/600 m
111° MAG tréva/grass
Oznaceni . . Rozméryvzletového | Pprostor
Designations Sklon RWY-SWY s‘llivovn:_erv SWY c\l:’uYZI:.ery CWY a pristavaciho pasu hez Poznamky
imensions imensions - . Loy
RWY Slope of RWY-SWY Strip dimensions | Prekazek Remarks
NR (m) (m) (m) OFZ
7 8 9 10 11 12
+0,32%/-0,56%/-0,27%/+1,13%/-1,21% ) )
| 29 310 m/500 m/805 m/415 m/120 m 140x178 24100178 NIL
+1,21%/-1,13%/+0,27%/+0,56%/-0,32% ) ) THR posunut 0 140 m
| 1 120 m/415 m/805 m/500 m/310 m 200x178 24100178 THR shifted by 140 m
LKKV AD 2.13 VYHLASENE DELKY
LKKV AD 2.13 DECLARED DISTANCES
Oznaceni RWY TORA TODA ASDA LDA Poznamky
RWY Designator (m) (m) (m) (m) Remarks
1 2 3 4 5 6
29 2010 2150 2150 2150 NIL
11 2150 2350 2150 2010 NIL
30 1000 1030 1000 1000 NIL
12 1000 1030 1000 1000 NIL
2.13.1 VZLET Z KRIZOVATKY
2.13.1 INTERSECTION TAKE-OFF
Oznaéeni RWY 0d TORA TODA ASDA Poznamky
RWY Designator From (m) (m) (m) Remarks
1 2 3 4 5 6
TWY D 1915 2115 1915 NIL
11 TWY C 1495 1695 1495 NIL
TWY B 1270 1470 1270 NIL
2 TWY A 1790 1930 1930 NIL
TWY B 735 875 875 NIL
_/L
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AD 2-LKKV-8 KARLOVY VARY AIP

27 MAY 06 CZECH REPUBLIC

LKKV AD 2.14 PRIBLIZOVACI A DRAHOVY SVETELNY SYSTEM
LKKV AD 2.14 APPROACH AND RUNWAY LIGHTING

Oznace- APCH REDL sSwy
niRWY |  LGT THR LGT VASIS | TDZ RCLL LEN RENL LGT )
(MEHT) LEN, rozestupy/ . barva/ | | gy (m) Poznamky
RWY typ/type barva/colour LGT . rozestupy/ spacing,
_ spacing, barva/colour, colour Remarks
DeSIQ- LEN WBAR PAPI LEN INTST barva/colour WBAR harva/
nator INTST INTST colour
1 2 3 4 5 6 7 8 9 10
600 m
e VRB PAP! 2010m 1 60m 140m | zébleskovd
29 zelend/green vlevo/left NIL NIL gervend/red | Zlutd/ | névéstidla/
900m LIH 30 VRB, LIH ellow discharge
LIH LAST 460 m YCZ y charg
lights
VRB
zelend/green
LIH
poznavaci PAPI 20:}2 aTw/hﬁg m
11 NIL zableskova vlevo/lef NIL NIL | VRB. LIH Cervend/red NIL NIL
svetla bila/ 35° LAST 600 m YCZ
flashing
identification
lights white
LKKV AD 2.15 OSTATNi OSVETLENI, NAHRADNI ZDROJ ELEKTRICKE ENERGIE
LKKV AD 2.15 OTHER LIGHTING, SECONDARY POWER SUPPLY
Umisténi a charakteristika ABN/IBN
’ Provozni doba NIL
ABN/IBN location, characteristics
Hours of operation
Umisténi a osvétleni LDI LDI NIL
5 Umisténi a osvétleni anemometru Pouze WDI umistény u bodu dotyku (viz ICAO mapa LKKV AD 2-19), osvétlen.
LDI location and LGT LDI NIL
Anemometer location and LGT Only WDI situated by touchdown point (see ICAO Chart LKKV AD 2-19), lighted.
Pojezdové postranni a pojezdové L ) .
3 0s0vé Fady Pouze postranni navéstidla pojezdovych drah TWY B, D, E.
R Egde lights of TWYs B, D, E only.
TWY edge and centre line lighting
Ndhradni zdroj elektrické energie/ Nahradni pfivod elektrické energie s automatickym pfepindnim z hlavniho pfivodu, doba na pfepnuti 4 s.
doba potfebnd na pfepnuti Né&hradni zdroj (generator) zajiStuje zabezpeCovaci leteckou techniku, svételné zabepeCovaci zafizent,
4 osvétleni odbavovaci budovy.
Secondary power supply/ Secondary power supply with the automatic swith ower from a main supply, switch-over time 4 s.
switch-over time Secondary power supply provides for the support aeronautical engineering, lighting system, lighting of the
dispatch building.
Poznamky
5 NIL
Remarks

e
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KARLOVY VARY

AD 2-LKKV-9
29 JAN 98

LKKV AD 2.16 PRISTAVACI PLOCHY PRO VRTULNIKY
LKKV AD 2.16 HELICOPTER LANDING AREA

Zemépisné soufadnice TLOF nebo THR FATO
Coordinates TLOF or THR of FATO

NIL

Nadmorska vyska TLOF a/nebo FATO (ft/m)
TLOF and/or FATO elevation (ft/m)

NIL

Rozméry TLOF a FATO,
povrch, tinosnost, znaceni

surface, strength, marking

TLOF and FATO area dimensions,

NIL

True and MAG BRG of FATO

Zemépisny a magneticky smér FATO

NIL

PouZitelné vyhlaSené délky
Declared distance available

NIL

APP and FATO lighting

Svételny systém pro APP a FATO

NIL

Pozndmky
Remarks

NIL

LKKV AD 2.17 VZDUSNY PROSTOR LETOVYCH PROVOZNICH SLUZEB

LKKV AD 2.17 ATS AIRSPACE

Oznaceni a vodorovné hranice
Designation and lateral limits

CTR KARLOVY VARY

501332N 0123917 E -
501918 N 01243 29€E -
501724 N 0125030E -

kruhovy oblouk 6 NM kolem ARP AD LKKV/circular arc 6 NM around ARP AD LKKV -

501316 N 01304 00 E -
501131 N 0131025E -
500555N 01307 13 E -
5007 38N 0130053 E -

kruhovy oblouk 6 NM kolem ARP AD LKKV /circular arc 6 NM around ARP AD LKKYV -

501149 N 0124539€E -
501332 N 0123917 E

VertikdInf hranice 5000 ft MSL
2 R NN
Vertical limits GND
3 Klasifikace vzdu$ného prostoru D
Airspace classification
Volaci znak stanovisté ATS
4 Jazyk(y) KARLOVY VARY VEZ/KARLOVY VARY TOWER
ATS unit call sign CZ, EN
Language(s)
PFevodni vySka
5 N ) 5000 ft AMSL
Transition altitude
6 Poznamky Mimo provozni dobu TWR Karlovy Vary se méni klasifikace vzdu3ného prostoru na tfidu E a G.
Remarks The airspace classification is changed to class E and G outside operational hours of TWR Karlovy Vary.
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AD 2-LKKV-10 KARLOVY VARY AIP

1APR 08 CZECH REPUBLIC

LKKV AD 2.18 SPOJOVACI ZARIZENI LETOVYCH PROVOZNICH SLUZEB
LKKV AD 2.18 ATS COMMUNICATION FACILITIES

Oznatent sluzby Volaci znatka Kmitocet Provozni doba Poznamky
Service . .
designation Call sign Frequency Hours of operation Remarks
1 2 3 4 5
SSR k dispozici/AVBL.
) V pfipadé vypadku radaru je volaci znak/
APP KARLOVY VARY RADAR 119,950 MHz Jako Sprava AD. In case of radar failure the call sign is
As AD Administration KARLOVY VARY APPROACH.
121,500 MHz Tisriovy kmitoCet/Emergency FREQ.
VDF k dispozici/ AVBL.
B 121,225 MHz Jako sprava AD Trida zaméfeni/Class of bearing: D.
TWR KARLOVY VARY VEZ/ As AD Administration SSR k dispozici/AVBL.
KARLOVY VARY TOWER ————
121,500 MHz Tisriovy kmitocet/Emergency FREQ.
122,900 MHz HX Né&hradni kmitoCet /Supplementary FREQ.
AFIS KARLOVY VARY INFO 121,205 Mz | POUZe mimo provoznf dobu AD/ out
of AD operational hours only
Vysilani v anglickém jazyce/
Jako sprava AD Broadcast in English language.
ATIS KARLOVY VARY ATIS 118,950 Mhz As AD Administration Informace ATIlS ze ziskat i na_/
ATIS information can be obtained even on
@ +420 353 239 798.

LKKV AD 2.19 RADIONAVIGACNI A PRISTAVACI ZARIZENI
LKKV AD 2.19 RADIO NAVIGATION AND LANDING AIDS

Nadmofrska
Druh zafizeni, ZemEnisné vyska
CATILS Provozni snufadnige mista vysilaci
(VOR/ILS VAR) D Kmitoget doba vysilaci antény antény DME Poznamky
TgR$ g; Iang Frequency ol-:)l;l:;s“g:l Site of transmitting Elevglvltén of Remarks
(VOR/ILS VAR) antenna coordinates | .\ mitting
antenna
1 2 3 4 5 6 7
111,550 MHz 5012 04,39 N Dosah/Range 25 NM.
DME KVY (CH 52Y) H24 012 55 33 43 E 2008 ft
LLZ 29 5012 25,37 N 2,21 km k/to THR RWY 29.
ILS CAT | KVY | 111,550 MHz | H24 01254 01,80
5012 04,39 N Sestupovy thel je 3°/Glide path angle is 3°
GP29 332,750 MHz H24 012 5533,43 E 0,285 km k/to THR RWY 29
teCka, Carka 501144,77 N 112° MAG/0,975 km k/to THR RWY 29.
MMRWY 291~ 4ot dash 75 MHz H24 012 56 29,89 E
L 5011 44,84 N 112° MAG/0,975 km k/to THR RWY 29.
L (VRATA) 365 kHz Ha4 012 56 30,07 E Dosah/Range 25 NM.
121,225 MHz 5012 06.01 N Trida zaméfeni/Class of bearing C.
VDF 1112395%% ,\'\,l’”H"zZ HO 01254 41,37
Multiradarové informace/Multi radar information.
V TMA/CTR Karlovy Vary je kryti zajisténo v a nad
SSR B H 24 500511,92N minimdlnimi vy$kami pro radarové vektorovéni.
0141613,15E Coverage is provided at and above radar vectoring
minimum altitudes within TMIA/CTR Karlovy Vary
(viz./see LKKV AD 2-43).
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