AIP
CZECH REPUBLIC

KARLOVY VARY

AD 2-LKKV-11
31 AUG 06

LKKV AD 2.20 PRAVIDLA PRO MiSTNi LETOVY PROV0Z

2.201 Vzlety letadel s MTOW nad 5700 kg ve dne a vSech
letadel v noci se musi provddét od THR RWY 11/29.

2.20.2 V/ severni ¢ésti travnatého pasu zpevnéné RWY 11/29 je
umisténa a vyznafena travnatd RWY 12/30 o rozmérech 1000 m x
30 m. Severni hrana pasu RWY 12/30 je oznatena pomeznimi
znatkami (89 m od osy RWY 11/29).

2.20.3 Letisté je pouZitelné pouze pro letadla, jeZ jsou
vybavena radiostanici pro spojenf letadlo-zemé.

2.20.4 V prostoru 1,5 km vlevo od osy RWY 29 a 7 km pfed
THR RWY 29 se provadi téZba hornin spojend s odstfelem.

2.20.5 Pohyby a rozmistovéni letadel na parkovaci mista na
odbavovacich plochéch na letisti Fidi fidici odbavovaci plochy.

2.20.6 Povolenik pojizdéni vydané letistni Fidici véZi nezbavuje
pilota povinnosti fidit se pokyny fidiciho odbavovaci plochy. Zahdji-li
pojizdéni nebo pokraCuje-li v pojizdéni bez vedeni fidiciho odbavovaci
plochy, zodpovidé velitel letadla sdm za stfetnuti s jinymi letadly,
vozidly, osobami nebo pfedméty na odbavovaci plose.

2.20.7 V pfipadé, Ze letadlo obdrZi od TWR pfikaz k pojizdéni
na vyCkéavaci misto RWY 29 po TWY A, velitel letadla musi ozndmit
jeSté pfed zahdjenim pojizdéni, pokud neni schopen provést vzlet
z drahy 29 z kfiZzovatky A.

2.20.8 Kompletni odbaveni letl zajiStuje spolecnost Letisté
Karlovy Vary s.r.o.
2.20.9 Provozovatelé letadel jsou povinni pisemné Zadat

provozovatele letiSté o zménu provozni doby letiSté pro sérii letd (1. j.
pravidelné se opakujicich leta), kterd bude uskute€néna mimo
puvodné vypublikovanou provozni dobu letisté, 30 dni pfedem,
nejpozdéji do 15. dne mésice pred mésicem kondni prvniho letu a pro
jednotlivé lety 24 hodin pfedem, nejpozdéji do 1200 dne pfed dnem
kondni letu a v pfipadé statniho svétku nebo vikendu do 1200
pracovniho dne pred statnim svatkem nebo vikendem.

Ref AIP AD 2 LKKV AD 2.3.

2.20.10 Kromé ustanoveni v ¢asti GEN 4.3.1.2 je vyZadovan
nasledujici postup pro denni a no€ni vycvikové VFR lety mimo
publikovanou provozni dobu (se sluzbou TWR/APP nebo AFIS):

- Zadost o tyto lety je nutno podat pisemné provozovateli letists

v pracovni den minimalné 24 hodin pfedem.

- Z&dost musi obsahovat:

a) typ letadla, imatrikulacni znacku, MTOW;

b) specifikace provozovatele letadla pro vyictovani;

c) predpokladany cas zaCatku a ukonCeni vycviku, zda je
poZadovadno prodlouZeni provozni doby leti§té a zda je
poZadovano pouZiti svételného zabezpecovaciho zafizeni.

- Provozovatel letiSté pfedd Zadateli pisemné schvdleni
poZzadovaného vycviku bez nebo s pfipadanym omezenim
nejpozdéji do 1600 hod nésledujiciho dne od podani Zadosti.

2.20.11  Vycvikové lety IFR

2.20.11.1  VeSkeré vycvikové IFR lety v TMA/CTR Karlovy Vary
| musi byt koordinovany s APP Karlovy Vary @& +420 353 239 717,
nejpozdgji v den kondni letu, nejméné 2 hodiny predem.

LKKV AD 2.20 LOCAL TRAFFIC REGULATIONS

2.20.1 Take-offs of aircraft with MTOW over 5700 kg in the
daytime and all aircraft at night must be performed from THR RWY
11/29.

2.20.2 Grassy RWY 12/30 with dimensions 1000 m x 30 m is
situated and designated in the north part of grass strip of paved RWY
11/29. The north edge of the strip of the RWY 12/30 is marked by
edge markers (89 m from the RWY 11/29 centre line).

2.20.3 The aerodrome is usable only for aircraft equipped for
air-ground communication.

2.204 Rock mining (quarry) connected with blasting is
carried out in the area 1,5 km left of RWY 29 centre line and 7 km in
front of THR RWY 29.

2.20.5 Authorized signalmen control the movement and
assign parking positions to aircraft on the apron.

2.20.6 Taxi clearance granted by the aerodrome control tower
(TWR) does not release the pilot-in-command from the duty to follow
the instructions of the signalman. If the pilot begins to taxi or
continues taxiing without the assistance of a signalman, he shall
assume full responsibility for avoiding collision with other aircraft,
persons or objects on the apron.

2.20.7 In case aircraft instructed by TWR to taxi to holding
point RWY 29 via TWY A is not able to depart from RWY 29 from
intersection A, pilot-in-command shall advise that to TWR prior
commencing taxi.

2.20.8 Complete handling services of flights are provided by
company Airport Karlovy Vary.

2.20.9 Aircraft operators are obliged to present a written
request for a change in AD operational hours for series of flights
(regularly repeated flights), which will be performed out of published
aerodrome operational hours, 30 days in advance, not later than the
15th day of the month preceding the month when the first flight of the
series is excfuted. For single flights 24 hours in advance but not later
than midday of the day preceding the day of the flight. In case of state
holidays or weekends till midday of the last working day before the
holidays or weekends. Ref AIP AD 2 LKKV AD 2.3.

2.20.10 In addition to provision in part GEN 4.3.1.2 the
following procedure is required for day and night training VFR flights
out of published operational hours (with TWR/APP service or AFIS):

- A request for these flights shall be submitted in a writing to AD
operator in working day at least 24 hours in advance.
- The request shall include:

a) type of aircraft, registration mark, MTOW;

b) operator specification for billing purposes;

c) estimated time of the beginning and termination of training
flights, if extension of AD operational hours is requested and
if usage of lighting aids is requested.

- AD operator will inform the applicant in writing of the approval of
the requested training with or without possible restrictions on
the next day after submission of application till 1600 at the latest.

2.20.11 Training IFR flights

2.20.11.1  All training IFR flights in TMA/CTR Karlovy Vary shall

| be co-ordinated with APP Karlovy Vary @ +420 353 239 717, at the
latest on the day of execution of flight, not less than 2 hours in
advance.
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AD 2-LKKV-12
14 AUG 08

KARLOVY VARY

AP
CZECH REPUBLIC

LKKV AD 2.21 POSTUPY PRO OMEZENI HLUKU

2.211 Je Zadouci, aby letadla letici po okruhu nepfelétavala,
pokud to Ize, obydlend dzemfi obci OlSova Vrata, Kolovd a Pila.

2.21.2

2.21.21 Je povoleno maximdlné 8 letu denné s délkou
jednotlivych akrobatickych letll nejvySe 20 minut a to ve v8ednich
dnech nejdéle do 1800 (1700) UTC, v sobotu do 1400 (1300) UTC.
V/ nedéli je akrobaticky provoz zcela vyloucen.

Omezeni akrobatickych letu nad letistém.

LKKV AD 2.22 LETOVE POSTUPY
2.221 VSEOBECNE
2.22.1.1 Jestlize je prekdZkové osvétleni Vitkiv vrch 2231 ft/

680 m AMSL (viz pFistdvaci mapa) mimo provoz, je pfistdni na

RWY 11 v noci zakdzéno.

2.22.1.2 RWY 12/30 je pouZitelnd pouze ve dne pro:

- lety VFR (zvlastni let VFR);

- lety IFR, kdy pfiblizeni bude dokonceno jako pfiblizeni za
viditelnosti zemé (vizudIni pfibliZeni).

22213 Velitelé letadel jsou Zadéni, aby pfi navdzani spojeni

potvrdili informaci ATIS a zopakovali dané QNH.

2.22.2 POSTUPY PRO IFR LETY
2.22.21 Vyékavani
2.22.21.1 Postupy pro vyckavéni jsou zobrazeny na mapé pro

pfibliZeni podle pfistroju - ICAQ.
2.22.2.2

2.22.2.21 Postupy pro standardni pfistrojové pfiblizeni k bodu
IAF jsou popsédny na ndsledujicich strandch a zobrazeny na mapé
STAR. Postupy pro pocateéni, stfedni, koneéné a nezdafené
pfiblizeni, t.j. od bodu IAF jsou zobrazeny na mapé pfibliZzeni podle
pfistroju (1AC) - ICAO.

2.22.2.2.2 Je-liletadlu povoleno sluzbami fizeni letového provozu
klesat na IAF BALTU do FL 60, provede velitel letadla pfimé pfibliZeni
od IAF BALTU. V opatném pfipadé mu bude pfidélena STAR
BALTU 1N na IAF DONAD.

Priblizeni

222223 Pro RNAV pfiletové traté se poZaduje B-RNAV
certifikace.

2.22.2.3  Odlety

2.22.2.31  Vzlety z RWY 29 jsou povoleny pouze pfi viditelnosti

osvétlené prekazky Vitkav vrch 2231 /680 m AMSL (500 m za
odletovym koncem drahy vlevo) z TWR.

2.22.2.3.2 Postupy pro odlet jsou popsdny na ndsledujicich
standch a zobrazeny na mapéch SID.

2.22.2.4

Vy8ky OCA pro RWY 11/29 - viz mapa pfiblizeni podle pfistroju -
ICAO.

Omezeni:  Po pfistrojovém pfibliZeni jsou stanoveny sméry
okruht pro v8echny kategorie letadel nasledovné:

RWY 11 - pravy okruh

RWY 29 - levy okruh.

Priblizeni okruhem

LKKV AD 2.21 NOISE ABATEMENT PROCEDURES

2211 It is desirable that aircraft flying along the traffic circuit
do not overfly the populated areas of villages OlSova Vrata, Kolova
and Pila if it is possible.

2.21.2

2.21.21 It is permitted maximum 8 flights per day with duration
of particular acrobatic flight maximum 20 minutes, on working days
up to 1800 (1700) UTC, on Saturday up to 1400 (1300) UTC.
An acrobatic operation is prohibited on Sunday.

Restrictions of acrobatic flights over the aerodrome.

LKKV AD 2.22 FLIGHT PROCEDURES

2.221 GENERAL

22211 If the obstacle lights Vitkv vrch 2231 /680 m AMSL
(see Landing Chart) is out of service, landing on RWY 11 in the night
is prohibited.

2.22.1.2 RWY 12/30 is available in the daytime only for:

- VFR flights (special VFR flights);

- IFR flights, when final approach will be carried out as visual
approach.

22213 Pilots-in-command are requested to confirm ATIS
information and read back its QNH when establish radio contact.

2.22.2 PROCEDURES FOR IFR FLIGHTS

2.22.21 Holding

2.22.21.1 Holding procedures are shown on Instrument
Approach Chart - ICAO.

2.22.2.2  Approaches

2.22.2.21 Procedures for standard instrument approaches to

point IAF are described on the following pages and shown on STAR
chart. Initial, intermediate, final and missed approach procedures, i.e.
from IAF are shown on Instrument Approach Charts (IAC) ICAO.

2.22.2.2.2 If the aircraft is cleared by ATS descend to IAF BALTU
to FL 60, pilot-in-command will perform a straight-in approach from
IAF BALTU. In the opposite case he will be assigned to STAR
BALTU 1N to IAF DONAD.

2.22.2.2.3 B-RNAV certification is required for RNAV arrival
routes.

2.22.2.3 Departures

2.22.231 Take-offs from RWY 29 are allowed only when

the lighted obstacle Vitkav vrch 2231 {680 m AMSL (a hill 500 m
after departure end of RWY on the left) is in sight of TWR.

2.22.2.3.2 Departure procedures are described on the following
pages and shown on SID charts.

2.22.2.4  Visual manoeuvring (circling)
OCA for RWY 11/29 - see Instrument Approach Charts - ICAO.

Restriction: The directions of circling after completing an
instrument approach for all categories of aircraft are as follows:
RWY 11 - right circling

RWY 29 - left circling.

AMDT 198/08
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AIP KARLOVY VARY AD 2-LKKV-13
CZECH REPUBLIC 14 AUG 08
2.22.3 RADAROVE POSTUPY 2.22.3 RADAR PROCEDURES

2.22.31 V prostorech radarového kryti v TMA/CTR Karlovy Vary ~ 2.22.3.1 The following radar services are provided in the areas

jsou poskytovény tyto radarové sluzby:

- radarové monitorovani

- naviga€ni pomoc

- radarové vektorovani

- zajiStovani radarovych rozstupu
- informace o vyznaném provozu
- informace o provozu

2.22.3.2 Miniméalni nadmo¥ské vySky pro radarové vektorovani v
prostoru CTR/TMA Karlovy Vary - viz mapa LKKV AD 2-43.

2.22.3.3 Pfiblizeni pfehledovym radarem - rezervovéno.

2.22.4 POSTUPY PRO VFR LETY

2.22.41 Velitelé letadel VFR leticich v hladindch do 3500 ft

AMSL véetné, musi nejméné 3 minuty pred vstupem do CTR navazat
spojeni na kmito¢tu KARLOVY VARY TWR 121,225 MHz a pfedat
lidaje o letu podle ENR 1.2.1.9.

22242 Velitelé letadel VFR leticich v hladinach nad 3500 ft
AMSL, musi nejméné 3 minuty pfed vstupem do TMA navézat spojeni
na kmitoétu KARLOVY VARY RADAR 119,950 MHz a pfedat ddaje o
letu podle ENR 1.2.1.9.

2.22.4.3 Velitelé odlétavajicich letadel VFR musi navazat spojeni
na kmitoctu KARLOVY VARY TWR 121,225 MHz za ticelem pfedani
tdaju o letu podle ENR 1.2.1.9 a obdrZeni letového povoleni.

2.22.4.4 Pfi pojizdéni na RWY 12/30 musi pilot zastavit na
vyznacenych vyckdvacich mistech a vyZadat si povoleni ke kfiZzovani
RWY 11/29.

2.22.45 PFi pojizdéni z RWY 12/30 na stojdnku si musi pilot
pred kfiZzovanim RWY 11/29 vyZadat povoleni.

22246 VFR vstupni a vystupni body do/z CTR Karlovy Vary
jsou zndzornény na Mapé pfilett a odlett za VFR.

of the radar coverage of CTR/TMA Karlovy Vary:

- radar monitoring

- navigation assistance

- radar vectoring

- radar separation

- essential traffic information
- traffic information

2.22.3.2 Minimum radar vectoring altitudes within CTR/TMA
Karlovy Vary - see chart LKKV AD 2-43.

22233 Surveillance radar approach - reserved.
2.22.4 PROCEDURES FOR VFR FLIGHTS
2.22.41 Pilots-in-command of aircraft flying VFR at levels up to

3500 ft AMSL including, shall establish radio contact with KARLOVY
VARY TWR 121,225 MHz at least 3 minutes before entering CTR and
forward information about flight according to ENR 1.2.1.9.

2.22.4.2 Pilots-in-command of aircraft flying VFR at levels
above 3500 ft AMSL, shall establish radio contact with KARLOVY
VARY RADAR 119,950 MHz at least 3 minutes before entering TMA
and forward information about flight according to ENR 1.2.1.9

22243 Pilots-in-command of departing VFR aircraft shall
establish radio contact with KARLOVY VARY TWR 121,225 MHz for
the purpose of handover of information about flight according to ENR
1.2.1.9 and obtaining of ATC clearance.

22244 When taxiing to RWY 12/30 pilot has to stop on marked
holding positions and request clearance for crossing RWY 11/29.

22245 When taxiing from RWY 12/30 to apron the pilot has to
request clearance before crossing RWY 11/29.

2.22.4.6 VFR entry and exit significant points to/from CTR
Karlovy Vary are shown on VFR Arrivals and Departures Chart.

VFR vstupni/vystupni body do/z CTR a vyckavaci body:
VFR entry/exit significant points to/from CTR and holding points:
Oznageni/Designation | Poloha/Location Souradnice/Coordinates
NOVEMBER Ostrov (Zelezniéni nadjezd/railway viaduct) 501759 N 01256 24 E vstupni/vystupni / entry/exit
ECHO Zlutice (hréz pfehrady/reservoir dam) 500503 N 0130736 E vstupni/vystupni/ entry/exit
SIERRA Becov 500502 N 0125024 E vstupni/vystupni/ entry/exit
WHISKY Loket 501122N 0124529 E vstupni/vystupni / entry/exit
ALFA Hurky 501252 N 01254 46 E vyCkdvaci/holding
BRAVO Stanovice (hrdz prehrady/reservoir dam) 501033 N 01252 40E vyCkavaci/holding
2.22.5 SEZNAM TRATOVYCH BODU 2.22.5 WAYPOINT LIST
Seznam tratovych bodi / Waypoint list

Nazev/Designation Souradnice/Coordinates B-RNAV VOR/DME

KVW 03 501044,36 N 01229 36,36 E R- 025,1 DME 7,63 OKG

KVW 04 5017 36,71 N 012 34 55,67 E R- 025,1 DME 15,31 OKG

KVW 11 5017 43,52 N 012481291 E R- 046 OKG, 20,66 DME OKG

KVW 13 502158,35N 01238 19,15E R- 025 OKG, 20,20 DME 0KG

KVW 14 502257,08 N 01243 33,95 E R- 031 OKG, 22,72 DME 0KG

AIR NAVIGATION SERVICES OF THE C.R.
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AD 2-LKKV-14 KARLOVY VARY AIP
27 MAY 06 CZECH REPUBLIC
2.22.6 STANDARD DEPARTURE ROUTES - INSTRUMENT KARLOVY VARY
(SID) - RWY 11
Po vzletu / After take off
Oznageni Trat Poznamky
Stoupat do -
Designation Track c"umph to Spojeni Remarks
ft Communication
1 2 3 4 5
BALTU 7Z Stoupat ve sméru vzletu na BALTU trati 111°. MNM ASC 5% do/to
BALTU SEVEN ZULU | Straight ahead to REP BALTU track 111°. 4500 ft AMSL 4500 ft.
DEPARTURE
0KG 87 Stoupat ve sméru vzletu trati 111°; MNM ASC 5% do/to
CHEB EIGHT ZULU na 4,00 DME KVY (3200 ft nebo vy3e) doprava do R-082 OKG 4500 ft.
DEPARTURE (trat’ 263°).
Straight ahead track 111°; 4500 ft AMSL
at 4,00 DME KVY (3200 ft or above) turn right to R-082 OKG
(track 263°).
KILNU 4Y Stoupat ve sméru vzletu tratf 111°; MNM ASC 5% do/to
KILNU FOUR YANKEE | na 4,00 DME KVY (3200 ft nebo vy$e) doprava na L L; 4500 ft.
DEPARTURE po preletu QDM 175°L (trat 355°) na KILNU.
Straight ahead track 111°; 4500 ft AMSL KARLOVY VARY
at 4,00 DME KVY (3200 ft or above) turn right to L L; RADAR
after passing turn to QDM 175° L (track 355°) to KILNU. 119,95 MHz
RAPET 22 Stoupat ve sméru vzletu trati 111°; MNM ASC 5% do/to
RAPET TWO ZULU na 4,00 DME KVY (3200 ft nebo vySe) dopravana L L; 4500 ft.
DEPARTURE doleva QDM 088° L (trat 267°) na RAPET.
Straight ahead track 111°; 4500 ft AMSL
at 4,00 DME KVY (3200 ft or above) turn rightto L L;
turn left QDM 088° L (track 267°) to RAPET.
VARIK 42 Stoupat ve sméru vzletu trati 111°; MNM ASC 5% do/to
VARIK FOUR ZULU na 4,00 DME KVY (3200 ft nebo vy3e) dopravana L L; 4500 ft.
DEPARTURE doleva QDM 103° L (trat 283°) na VARIK.
Straight ahead track 111 4500 t AMSL
at 4,00 DME KVY (3200 ft or above) turn right to L L;
turn left QDM 103° L (track 283°) to VARIK.

AMDT 154/06
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AD 2-LKKV-15
27 MAY 06

KARLOVY VARY

2.22.7 STANDARD DEPARTURE ROUTES - INSTRUMENT KARLOVY VARY
(SID) - RWY 29
Po vzletu / After take off
Oznaéeni Trat Poznamky
Stoupat do -
Designation Track up Spojeni Remarks
Climb to -
ft Communication
1 2 3 4 5

BALTU 8A Stoupat ve sméru vzletu; MNM ASC 5% do/to
BALTU EIGHT ALPHA | na 4,00 DME KVY (2900 ft nebo vyse) doleva trati 176° 4500 ft.
DEPARTURE nalétnout R-086 OKG (trat’ 086°) na BALTU.

Straight ahead, 4500 ft AMSL

at 4,00 DME KVY (2900 ft or above) turn left track 176°

to intercept R-086 OKG (track 086°) to BALTU.
OKG 9A Stoupat ve sméru vzletu; MNM ASC 5% do/to
CHEB NINE ALPHA na 4,00 DME KVY (2900 ft nebo vySe) doleva do R-055 4500 ft.
DEPARTURE OKG (trat’ 235°).

Straight ahead, 4500 ft AMSL

at 4,00 DME KVY (2900 ft or above) turn left R-055 OKG

(track 235°).
KILNU 4A Stoupat ve sméru vzletu trati 291°; MNM ASC 5% do/to
KILNU FOUR ALPHA | na 8,00 DME KVY doprava do R-037 OKG na KILNU. 4500 ft AMSL 4500 ft.
DEPARTURE Straight ahead track 291°: S001t KARLOVY VARY RADAR

at 8,00 DME KVY turn right R-037 OKG to KILNU. 119,95 MHz
RAPET 2A Stoupat ve sméru vzletu trati 291°; MNM ASC 5% do/to
RAPET TWO ALPHA | na 4,00 DME KVY (2900 ft nebo vyse) doleva do R-055 4500 ft.
DEPARTURE OKG (trat’ 235°) do QDM 088° L, doprava tratf 267° na

RAP,ET 4500 ft AMSL

Straight ahead track 291°;

at 4,00 DME KVY (2900 ft or above) turn left R-055 OKG

(track 235°) to QDM 088° L, turn right track 267° to

RAPET.
VARIK 4A Stoupat ve sméru vzletu trati 291°; MNM ASC 5% do/to
VARIK FOUR ALPHA | naBISGI doleva trati 239° do QDM 103°L (trat 283°) na 4500 ft.
DEPARTURE VARIK.

Straight ahead track 291°; 4500 ft AMSL

at BISGI turn left track 239°to QDM 103° L (track 283°)

to VARIK.

_/L
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AD 2-LKKV-16
18 JAN 07

KARLOVY VARY

AP
CZECH REPUBLIC

2.22.8 STANDARD ARRIVAL ROUTES - INSTRUMENT

(STAR) - RWY 11

KARLOVY VARY

P Vzdalenost MNM IFR vySka .
Vlyznacné hody MAG . A Poznamky
Significant points trat/track D's;l?v';ce MNM IF?I altitude Remarks
1 2 3 4 5
BALTU 4V
BALTU FOUR VICTOR ARRIVAL
BALTU
266° 30,01 4500
TEPNO
340° 6,93 4500
025° 5,60 4500
BISGI 111° 1,20 4500
OKG 3V
CHEB THREE VICTOR ARRIVAL
0KG VOR/DME
025° 13,22 4500
111° 1,20 4500
BISGI
BALTU 1V
BALTU ONE VICTOR ARRIVAL
BALTU
291° 16,17 4500
LL
_/L
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KARLOVY VARY

AD 2-LKKV-17
12 APR 07

2.22.9 RNAV STANDARD ARRIVAL ROUTES - INSTRUMENT

(RNAV STAR) - RWY 11

KARLOVY VARY

Vianatné bod MAG Vzdalenost MNM IFR vjika Poznmk
oi Vnmcam oi:‘s trat/ Distance MNM IFR altitude Remarks"
9 p frack NM ft
1 2 3 4 5
BALTU 3K
BALTU THREE KILO ARRIVAL
BALTU
266° 30,01 4500
TEPNO
340° 6,94 4500
KVW 03
W o 0259 7,68 4500
sl 1110 3,27 4500
OKG 2K
CHEB TWO KILO ARRIVAL
OKG VOR/DME
0259 15,30 4500
KVW 04
1110 3,27 4500
BISGI
BADUG 3K
BADUG THREE KILO ARRIVAL
BADUG
308° 9,63 4500
TEPNO
340° 6,94 4500
KVW 03
o 025° 7,68 4500
sl 1110 3,27 4500
_/L
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AD 2-LKKV-18
12 APR 07

KARLOVY VARY

AP
CZECH REPUBLIC

2.22.10 STANDARD ARRIVAL ROUTES - INSTRUMENT

(STAR) - RWY 29

KARLOVY VARY

Vianatné bod MAG Vzdalenost MNM IFR vyska N
Si Vmﬁcam oi|¥ts trat/ Distance MNM IFR altitude Remarks
9 p Ntrack NM ft
1 2 3 4 5
OKG 1N
CHEB ONE NOVEMBER ARRIVAL
OKG VOR
086° 23,00 4500
DONAD
BALTU 1N
BALTU ONE NOVEMBER ARRIVAL
BALTU
2669 12,63 4500
DONAD
2.22 11 RNAV STANDARD ARRIVAL ROUTES - INSTRUMENT KARLOVY VARY
(RNAV STAR) - RWY 29
o MAG Vzdalenost MNM IFR vyska )
s?"’:i';iac';“n‘: hg?{}’ls trat/ Distance MNM IFR altitude ?:;ZTK"SV
9 P ftrack NM ft
1 2 3 4 5
BADUG 1P
BADUG ONE PAPA ARRIVAL
BADUG
0549 12,12 4500
DONAD
_/L
AIRAC AMDT 3/07 @
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AIP
CZECH REPUBLIC

KARLOVY VARY

AD 2-LKKV-19
8 JUN 06

LKKV AD 2.23 DOPLNUJICI INFORMACE

2.231

2.231.1

VYSKYT PTACTVA NA/V BLiZKOSTI LETISTE

Viyskyt ptactva neni uvadén. Intenzita vyskytu nepfed-

stavuje ohroZeni letového provozu.

2.231.2

Mista nejvétiho ohroZeni zpusobend pFelety ptaku jsou

vyznatena v AD 2-41 Koncentrace ptactva.

LKKV AD 2.24

Strana

LKKV AD 2-19
LKKV AD 2 -21
LKKV AD 2-25
LKKV AD 2-31-1

LKKV AD 2-31-3

LKKV AD 2-35-1

LKKV AD 2-35-3

LKKV AD 2-35-5

LKKV AD 2-35-7

LKKV AD 2-37-1

LKKV AD 2-37-2
LKKV AD 2-37-3

LKKV AD 2-37-5

LKKV AD 2-37-7

LKKV AD 2-37-8

MAPY VZTAHUJICI SE K LETISTI

Nazev mapy

LetiStni mapa - ICAO

Mapa pro stdni/zajizdéni letadla - ICAQ
Letistni prekazkova mapa - ICAO Typ A

Mapa standardnich pfistrojovych odlett (SID) -
ICAO RWY 29

Mapa standardnich pfistrojovych odletd (SID) -
ICAO RWY 11

Mapa standardnich pfistrojovych pfilett (STAR)
- ICAO RWY 29

Mapa RNAV standardnich pfistrojovych pfiletu
(RNAV STAR) - ICAO RWY 29

Mapa standardnich pfistrojovych pfilett (STAR)
- ICAO RWY 11

Mapa RNAV standardnich pfistrojovych pfiletu
(RNAV STAR) - ICAO RWY 11

Mapa pfiblizeni podle pfistroju - ICAO
NDB - DME (GPS) RWY 29

Seznam a posloupnost trat’ovych bodiu RWY 29

Mapa pfiblizeni podle pfistroju - ICAO
LLZ/DME RWY 29

Mapa pfiblizeni podle pfistrojt - ICAO
ILS - DME RWY 29

Mapa pfiblizeni podle pfistroju - ICAO
NDB - DME (GPS) RWY 11

Seznam a posloupnost trat’ovych bodu RWY 11

LKKV AD 2.23 ADDITIONAL INFORMATION

2.23.1

BIRD CONCENTRATIONS ON/IN THE VICINITY OF

AIRPORT

2.23.1.1

Bird concentration does not present hazard to air traffic

and therefore bird concentration is not determinated.

2.231.2

Localities with the greatest hazard from the bird

movements are indicated in AD 2-41 Bird Concentrations.

LKKV AD 2.24

Page

LKKV AD 2-19
LKKV AD 2 -21
LKKV AD 2-25
LKKV AD 2-31-1

LKKV AD 2-31-3

LKKV AD 2-35-1

LKKV AD 2-35-3

LKKV AD 2-35-5

LKKV AD 2-35-7

LKKV AD 2-37-1

LKKV AD 2-37-2
LKKV AD 2-37-3

LKKV AD 2-37-5

LKKV AD 2-37-7

LKKV AD 2-37-8

CHARTS RELATED TO THE AERODROME

Chart name

Aerodrome Chart - ICAQ

Parking Stands and Taxiing on Apron - ICAO
Aerodrome Obstacle Chart - ICAO Type A

Standard Departure Chart - Instrument (SID) -
ICAO RWY 29

Standard Departure Chart - Instrument (SID) -
ICAO RWY 11

Standard Arrival Chart - Instrument (STAR) -
ICAO RWY 29

RNAV Standard Arrival Chart - Instrument
(RNAV STAR) - ICAO RWY 29

Standard Arrival Chart - Instrument (STAR) -
[CAO RWY 11

RNAV Standard Arrival Chart - Instrument
(RNAV STAR) - ICAO RWY 11

Instrument Approach Chart - I[CAO
NDB - DME (GPS) RWY 29

List and sequence of way points toward RWY 29

Instrument Approach Chart - I[CAO
LLZ/DME RWY 29

Instrument Approach Chart - ICAO
ILS - DME RWY 29

Instrument Approach Chart - I[CAO
NDB - DME (GPS) RWY 11

List and sequence of way points toward RWY 11

LKKV AD 2-39 Mapa pfiletd a odletd za VFR LKKV AD 2-39 VFR Arrivals and Departures Chart
LKKV AD 2-41 Oblasti s nebezpetnou koncentraci ptactva LKKV AD 2-41 Bird Hazard Concentrations Areas
LKKV AD 2-43 Mapa minimdlnich nadmotskych vy$ek pro  LKKV AD 2-43 Minimum Radar Vectoring Altitude Chart within
radarové vektorovani v prostoru CTR/TMA CTR/TMA Karlovy Vary
Karlovy Vary
_/L
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